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CAM & GROOVE COUPLING LINE
Type Dust Cap 

Dust caps are the solution to seal a hose assembly when it is not under pressure 

during transfer or storage. The aluminum constructed dust cap is compatible 

with type A & E. Also available in stainless steel and brass.

Hose Diameter Part Number Lbs./Each

șʫȫ" .75-DC-ALUM-SP 0.21

1" 1.0-DC-ALUM-SP 0.44

1-ȗʫȫ" 1.25-DC-ALUM-SP 0.62

1-ȗʫȩ" 1.5-DC-ALUM-SP 0.69

2" 2.0-DC-ALUM-SP 0.79

2-ȗʫȩ" 2.5-DC-ALUM-SP 1.19

3" 3.0-DC-ALUM-SP 1.57

4" 4.0-DC-ALUM-SP 2.2

5" 5.0-DC-ALUM-SP 3.02

6" 6.0-DC-ALUM-SP 3.95

8" 8.0-DC-ALUM-SP 8.82

șʫȫ" .75-DC-BRASS-SP 0.38

1" 1.0-DC-BRASS-SP 0.55

1-ȗʫȫ" 1.25-DC-BRASS-SP 1.05

1-ȗʫȩ" 1.5-DC-BRASS-SP 1.07

2" 2.0-DC-BRASS-SP 1.43

2-ȗʫȩ" 2.5-DC-BRASS-SP 2.04

3" 3.0-DC-BRASS-SP 2.76

4" 4.0-DC-BRASS-SP 3.86

șʫȫ" .75-DC-SS-SP 0.35

1" 1.0-DC-SS-SP 0.51

1-ȗʫȫ" 1.25-DC-SS-SP 0.98

1-ȗʫȩ" 1.5-DC-SS-SP 1.01

2" 2.0-DC-SS-SP 1.33

2-ȗʫȩ" 2.5-DC-SS-SP 1.95

3" 3.0-DC-SS-SP 2.55

4" 4.0-DC-SS-SP 3.56

5" 5.0-DC-SS-SP 4.12

6" 6.0-DC-SS-SP 6.33


