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TECHNICAL DATA
Durometer	 50 +/-5
Color	 Black
Temperature	 -20°F to +190°F
Tensile Strength	 1,000 psi
Elongation	 350%
Specifications	 ASTM D2000-M1-BC507

General Properties  
and Applications
A widely used sheet for general 
applications requiring a softer 
urometer. Provides medium 
oil and ozone resistance.

TE X-NEO50
50 Duro Neoprene Sheet

Width Gauge Part Number Ln. Ft./Roll Sq. Yds./Roll Lbs./Roll

36"

1/32" NEO50-1-36 50' 16.7 35
1/16" NEO50-2-36 50' 16.7 70
3/32" NEO50-3-36 50' 16.7 156
1/8" NEO50-4-36 50' 16.7 139
3/16" NEO50-6-36 50' 16.7 208
1/4" NEO50-8-36 50' 16.7 278
1/2" NEO50-16-36 25' 8.33 278
3/4" NEO50-24-36 25' 8.33 418
1" NEO50-32-36 25' 8.33 557

48"

1/16" NEO50-2-48 50' 22.2 93
1/8" NEO50-4-48 50' 22.2 185
3/16" NEO50-6-48 50' 22.2 278
1/4" NEO50-8-48 50' 22.2 370


